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interval and a base scaled local backscatter along a fiber is
calculated. A subsequent set of measurement data is collected
at a second time interval and a subsequent scaled local back-
scatter along the fiber is calculated. The exemplary systems
and methods described herein determines a change in scaled
local backscatter as a function of a difference between the
base scaled local backscatter and at least the subsequent
scaled local scaled local backscatter along the fiber, and then
determines a relative temperature variation of the fiber as a
function of the change in scaled local backscatter.
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FIG. 2
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FIG. 4

Scaled Backscatter Function vs. Time
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FIG. 5 Graph 501
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SYSTEM AND METHOD FOR MEASURING
FIBER TEMPERATURE USING OTDR
MEASUREMENTS

PRIORITY CLAIM

This application is a Continuation application of U.S.
patent application Ser. No. 12/916,982, now U.S. Pat. No.
8,428,902, issued on Apr. 23, 2013 filed on Nov. 1, 2010
entitled “System and Method for Measuring Fiber Tempera-
tures Using OTDR Measurements”. The entire disclosure of
this prior application is considered as being part of the dis-
closure of the accompanying applications and hereby
expressly incorporated by reference herein.

BACKGROUND

An optical time-domain reflectometer (“OTDR”) is an
opto-electronic instrument used to characterize an optical
fiber. A typical OTDR injects a series of optical pulses into the
fiber during a testing process. From the same end of the fiber,
the OTDR also extracts light that is scattered and reflected
back from points in the fiber due to irregularities in the optical
fiber structure. This process is equivalent to the manner in
which an electronic time-domain reflectometer may measure
reflections caused by changes in the impedance of the cable
under test. Accordingly, the strength of the back-reflected
light is measured as a function of time, and is plotted as a
function of fiber length.

OTDRs have conventionally been standard equipment for
the characterization of optical fiber. Specifically, it is well
known that by transmitting a pulse down a fiber and analyzing
the back-reflected light, the loss of the fiber may then be
characterized. OTDRs may characterize the loss and length of
an examined fiber during manufacture, during warehousing,
during installation, and during splicing. OTDRs are also used
to locate faults in the fiber, such as breaks. Faults or failures in
the fiber may be costly, in terms of repairing the fiber, as well
as any adverse affects in service (e.g., disruption or loss of
service). Any ability for measuring the temperature of fibers
requires more sensitivity and more expensive devices and
components than a standard OTDR. Specifically, measure-
ments of fiber temperature typically rely on non-linearities in
the measured fiber using specialized devices.

SUMMARY

Described herein are systems and methods for calculating
a relative temperature of a fiber-optic cable using bi-direc-
tional analysis traces with an optical time-domain reflecto-
meter (“OTDR”). One embodiment of the disclosure of this
application is related to a computer readable storage medium
including a set of instructions that are executable by a pro-
cessor. The set of instructions being operable to collect an
initial set of measurement data at a first time interval and
calculate a base local backscatter along a fiber, collect a
subsequent set of measurement data at a second time interval
and calculate a subsequent local backscatter along the fiber,
determine a change in backscatter as a function of a difference
between the base local backscatter and at least the subsequent
backscatter along the fiber, and determine a relative tempera-
ture variation of the fiber as a function of the change in
backscatter along the length of the fiber.

A further embodiment of the disclosure of this application
is related to a system comprising at least one detector collect-
ing an initial set of measurement data at a first time interval
and calculate a base local backscatter along a fiber, and col-
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2

lecting a subsequent set of measurement data at a second time
interval and calculate a subsequent local backscatter along the
fiber. The system further comprising a processor determining
a change in backscatter as a function of a difference between
the base backscatter and at least the subsequent backscatter
along the fiber, and determining a relative temperature varia-
tion of the fiber as a function of the change in backscatter
along the length of the fiber.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 shows an exemplary system for calculating a rela-
tive temperature of a fiber-optic cable using bi-directional
analysis traces with an OTDR according to an exemplary
embodiment.

FIG. 2 shows an exemplary method for calculating a rela-
tive temperature of a fiber-optic cable using bi-directional
analysis traces with an OTDR according to an exemplary
embodiment.

FIG. 3 shows an example of a fiber used as a sensor for
determining temperature. The fiber should have one or more
fixed reflections, and should be under constant stress (e.g.,
minimal stress).

FIG. 4 shows a graph of measurements of the scaled back-
scatter function as a function of time at a point 30 km from the
end of the fiber.

FIG. 5 shows a graph depicting the scaled backscatter
function as a function of the estimated fiber temperature at a
point 30 km from the end of the fiber.

DETAILED DESCRIPTION

The exemplary embodiments may be further understood
with reference to the following description and the related
appended drawings, wherein like elements are provided with
the same reference numerals. The exemplary embodiments
are related to systems and methods for calculating a relative
temperature of a fiber-optic cable using bi-directional analy-
sis traces with an optical time-domain reflectometer
(“OTDR”). For instance, the exemplary embodiments are
related to systems and methods for providing measurements
of optical fiber from both ends of the fiber using an OTDR, or
a pair of OTDRs.

The systems and methods described herein may calculate a
relative temperature of a fiber, or portion of a fiber, through
analyzing bi-directional traces taken with a standard OTDR,
or a pair of standard OTDRs, without requiring any improve-
ments or additional specialized components within the under-
lying hardware of the OTDR instrument. Measurements of
relative temperatures of fiber optic cables may be used in any
number of monitoring applications, such as for example,
along gas pipelines and other crucial infrastructure compo-
nents.

According to the exemplary embodiments, a standard
OTDR may be used to determine a fiber’s relative tempera-
ture. From a set of hi-directional OTDR traces, a user may
calculate a back-scatter coefficient, n(x), as a function of
distance, x, down a fiber. This “local backscatter factor” may
vary along the length of the fiber, and may also vary with
temperature and stress. According to the exemplary embodi-
ments described herein, the data from the OTDR traces may
be properly aligned, wherein the local backscatter function
may be calculated by taking an average of the backscatter
power from both the forward and backward directions. The
backscatter factor may depend primarily, but not exclusively,
on both the mode-field diameter (“MFD”) of the fiber and the
Rayleigh backscattering parameter. An MFD reading may be
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defined as an expression of distribution of the irradiance, or
the optical power per unit area, across a cleaved end face of a
tested fiber. The MFD reading for a particular fiber may be
held constant, having no variation over time. Also, the Ray-
leigh backscatter parameter may depend on material param-
eters that do not change once the fiber is fabricated. However,
both the mode-field diameter and the Rayleigh backscattering
parameter may change slightly as the temperature is varied.
Thus, any changes in the backscatter factor may be attributed
to changes in the temperature of the fiber.

An exemplary spatial correlation of the local backscatter
coefficient, n(x), is determined by the resolution of the OTDR
used to measure the backscattered light. Thus, the resolution
of'the temperature determination is the same as the resolution
of the OTDR.

In order to accurately characterize relative fiber tempera-
ture using this technique, traces are taken from each end of an
optical fiber and then combined using a bi-directional analy-
sis. Specifically, bi-directional traces may more accurately
calculate the loss and backscatter function along the length of
the fiber than what is calculated using a single trace. The
backscatter function may be a function of various character-
istics of a fiber such as, but not limited to, the fiber’s mode
field diameter, doping concentration, Rayleigh scatter coef-
ficient, core diameter, etc. The dominant cause of longitudinal
variation in the scaled local backscatter function is due to
variations in the mode-field diameter. Bi-directional analyses
may also be used to characterize local variations over time in
both the structure and temperature along the length of the
fiber.

By differentiating a difference between a forward trace
down a fiber and a backward trace down the same fiber, the
loss along the fiber length may be calculated using the fol-
lowing equation:

L(x)=0/2x(10l0g 10 Ppaciovara= 1010810 Pforwara)/2

According to this equation, [.(x) may be the loss as a
function of distance along the fiber in units of dB/km, while
P,.xand P, ., may be the forward and back OTDR traces
in linear units. P, 4.,,,,,and P, found by measuring the
strength of the back-reflected light from each end of the fiber
as a function of time. The time delay corresponds to the
distance from the fiber end to the point along the length of the
fiber where the light was reflected, and therefore, P,, . and
P, varg My be plotted as a function of fiber position.

The local loss L(x) may be useful for locating and identi-
fying problems with the installed fiber. The two pulses
Puctowara @a0d Py, ..., may vary along the length of the fiber,
and in the above equation the measurements are aligned, so
that the measurements P, ..s and P, correspond to
the same points along the fiber to insure accurate results.

Bi-directional traces may be analyzed to provide informa-
tion regarding the variation in the fiber structure. The local
backscatter function can be calculated from the sum of the
pulses using the following equation:

NE=Ppactmarat 1010810 P fompara) 2

The local backscatter function may be related to the local
Rayleigh backscatter parameter by an additive constant. The
additive constant may be determined by any one of: (1a) the
sensitivity of the “forward” OTDR receiver, (2a) the power of
the “forward” OTDR transmitter, (3a) the coupling loss of the
“forward” OTDR in the receive direction, (4a) the coupling
loss of the “forward” OTDR in the receive direction, (1b) the
sensitivity of the “backward” OTDR receiver, (2b) the power
of the “backward” OTDR transmitter, (3b) the coupling loss
of the “backward” OTDR in the receive direction, (4b) the
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coupling loss of the “backward” OTDR in the receive direc-
tion, and (5) the total loss of the fiber.

Accordingly, changes in (1a) through (4a) may be tracked
over time by observing changes in the values of any fixed
reflections in the forward OTDR trace. Similarly, changes in
(1b) through (4b) may be tracked over time by observing
changes in the values of any fixed reflections in the backward
OTDR trace. Fixed reflections may exist in an installed fiber
resulting from airgaps in fusion splices, or from the use of
mechanical splices. If a fiber is designed to be used as a probe,
fixed reflections may be designed into the fiber for this pur-
pose. For an example, see fiber 301 in FIG. 3.

Changes in (5), the total loss of the fiber, may be easily
tracked my determining the total loss of all the fiber and
splices from the bi-directional OTDR traces:

Loss=(LoSSjumuarat LOSSbacimard) 2

In this way, the n(x) determined at different times may be
corrected for any changes (1a), (2a), 3a), (4a), (1b), (2b), (3b),
(4b), and (5):

Nscatea(X)NX)-2(10-log; o TP (forward)+10-log
SP” (backward))+Loss

Here, P/, is the power reflected from the i” reflection, nor-
malized to the origin in the forward direction using twice the
roundtrip loss at the position of the reflection. Similarly, P?,is
the power reflected from the i” reflection, normalized to the
origin in the backward direction using twice the roundtrip loss
at the position of the reflection from the start of the backward
direction. This scaling accounts for changes in coupling
losses, sensitivities, of fiber loss between measurements.
Remaining variations in m,,;.AX) over time will be due to
temperature changes.

For cabled fiber that was part of a single draw, the varia-
tions in the local Rayleigh backscatter parameter as a function
of distance (x) may be caused largely by variations in MFD
(). In addition to MFD (), further fiber parameters may
vary with distance (x), such as for example, Glass Transition
Temperature (T,), cladding index of refraction (n), photoelas-
tic coefficient (p), and isothermal compressibility (). Of
these parameters, only the Glass Transition Temperature (T )
may be expected to remain constant when the ambient tem-
perature changes. It should be noted that the temperature may
also vary locally as T=T(x, T).

The local backscatter function may be a function of various
characteristics of the fiber, such as, but not limited to, the
capture ratio (8), Rayleigh scatter coefficient (Cigyyz0ie7,)
group velocity (v,), etc. Specifically, the backscatter coeffi-
cient may be related to fundamental fiber parameters as fol-
lows:

N=SP tunchCRayieigh™ g 2
The capture ratio (S) may be calculated as follows:
S=(NAY/412=(1/82°1°) W w)?
The Rayleigh scattering coefficient may be related to fiber
material parameters as follows:
aRay,eigh:(Sn3/3h4)n8p2kTB

Based on the OTDR pulse, time-resolved output may be
converted to power versus distance using the group velicity of
light in glass v, as follows:

Py ckscareer P 1auncnS ORayteign Vgt 2)€™% ol
Using the above definitions, the local backscatter function
may be re-written as follows:

NE®)=1010g, (P uinen) +10°108 6(SOR 101 (Ve T 2))~
LOSStotal
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By making measurements at different times (e.g., at two
separate times), any changes in S or oz, ..., may be deter-
mined as the temperature changes. However, P, ., can
change between measurements, as well as the total fiber loss
L. In order to account for changes in P, ,,,,,..,, at different times,
the integrated reflected power from the fixed reflectors may
be measured, referred to either the forward end or the back-
ward end of the fiber by correcting for transmission losses.
Similarly, changes in fiber loss may be accounted for by
simply measuring the total fiber loss using the bi-directional
OTDR trace analysis. The resulting scaled local backscatter
function is used to track temperature changes.

The scaled local backscatter information may be consid-
ered to be temperature-dependent and stress-dependent.
Therefore, if the stress of the fiber is held constant, measure-
ments of the scaled local backscatter function may be used to
determine relative temperature changes.

The change in the scaled local backscatter function with
temperature is determined by how S and c.z,,,.,,,, depend on
temperature. For a large temperature change, this dependence
may be nonlinear and could be determined by calibration.
Thus, a fiber intended to be used as a sensing element is first
calibrated by measuring in the laboratory the scaled local
backscatter function as a function of temperature.

For smaller temperature changes, the scaled local back-
scatter function will be approximately linear with tempera-
ture changes. According to an exemplary embodiment, a 1
degree change may correspond to a relative difference in
scaled local backscatter function of about 0.001 dB. The
measurement sensitivity may be improved by averaging over
several fibers. Additional sensitivity may be gained by also
averaging over several wavelengths, as the wavelength
dependence of the backscatter function may cancel out when
either the ratio is taken (e.g., in linear units) or the difference
is take (e.g., in logarithmic units). Assuming a normal white
noise, the measurement sensitivity may be increased with the
square root of the number of averages taken.

FIG. 1 shows an exemplary system 100 for calculating a
relative temperature of a fiber-optic cable using bi-directional
analysis traces with an OTDR according to an exemplary
embodiment. The exemplary system 100 may include an
OTDR 150 having a detector 155 in communication with a
processing unit 160 (e.g., a processor, multiprocessor, CPU,
etc.) and a centralized data location or computer-readable
storage medium, such as a memory 170. In addition to the
detector 155, the OTDR 150 may include a light source (e.g.,
a semiconductor laser), a coupler, and/or a circulator. It
should be noted that the processing unit 160 may perform a
set of instructions related to the systems and methods
described herein. Furthermore, the processing unit 160 may
be in communication with the memory 170. Accordingly,
each of the OTDR 150, the processing unit 160, and the
memory 170 may be composed of various computer hardware
or software components, or any combination thereof.

As will be described below, the processing unit 160 may
analyze bi-directional traces take with the OTDR 150 and its
detector 150 by a taking a small amount of additional data
(e.g., scaled local backscatter readings) and calculating a
relative temperature along the length of an exemplary fiber
110 (e.g., fiber under test). It should be noted that each of the
processing unit 160 and the memory 170 may reside within
the OTDR 150, itself. Alternatively, these components may
reside in separate devices in communication with the OTDR
150. Furthermore, it should be noted that the system 100 is not
limited to a particular set of components, and may include any
number of components, either more or less than those illus-
trated in FIG. 1.
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As noted above, the exemplary embodiments of the system
100 may utilize a standard optical time domain reflectometer,
such as OTDR 150, to make relative temperature measure-
ments along the fiber. These measurements may be accom-
plished without requiring any improvements or changes to the
underlying hardware of the OTDR 150. Specifically, as will
be described in greater detail below, two sets of bi-directional
measurements may be taken of the exemplary fiber 110 at two
different times in order to compute a change in local back-
scatter function between the two measurements. Accordingly,
the relative dependence of the backscatter function on tem-
perature may provide the user with a measurable variation in
temperature along a portion of the fiber 110.

FIG. 2 shows an exemplary method 200 for calculating a
relative temperature of a fiber-optic cable 110 using bi-direc-
tional analysis traces with an OTDR 150 according to an
exemplary embodiment. It should be noted that the steps in
method 200 may be performed by the system 100 and the
components described in FIG. 1.

In step 210 of the method 200, an initial set of OTDR
measurements may be collected at a first time T1 and used to
calculate an initial local backscatter along the length of the
fiber 110. It should be noted that the term collect may refer to
retrieving measurement data from a current OTDR trace or
pulse, or to retrieving measurement data from the memory
170. For example, the memory 170 may store measurement
data from a previous OTDR trace.

Due to the fact the MFD, and hence the scaled local back-
scatter, may vary slowly along the length of the fiber 110, this
initial set of measurement data may be made at a lower
resolution than may be desirable when characterizing the loss
along the fiber length. By using a lower resolution, a longer
optical pulse may be used, thereby increasing the optical
power launched. Accordingly, the SNR of the OTDR 150 is
improved.

In step 220 of the method 200, a subsequent set of OTDR
measurements may be collected at a subsequent time T2 and
used to calculate a second scaled local backscatter along the
length of the fiber 110.

In step 230 of the method 200, a set of measurements of the
fixed reflections in the fiber line is used to correct for changes
in OTDR coupling losses, launch power, or receiver sensitiv-
ity.

In step 240 of the method 200, a set of measurements of the
total loss in the fiber line is used to correct for changes in fiber
loss. The resulting corrected local backscatter function is the
scaled local backscatter function.

In step 250 of the method 200, the second scaled local
backscatter measurement, in combination with the initial
scaled local backscatter, may be used to compute a change in
the scaled local backscatter function between two different
times. For instance:

AN cated Nscated® D Nsoated*:0)

This function may provide the relative dependence of T(x),
and may be measurable as follow for small temperature
changes:

ATE)=CAN, ()

Here, C is a linear calibration factor that may be determined
in advance.

For larger temperature changes, the temperature change
may be determined from a calibration function:

ATx)=C(MNseazea(¥))

Here, C(f) is a nonlinear calibration factor that may be deter-
mined in advance.
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It should be noted that due to the fact that the scaled local
backscatter function may be considered consistent over time,
steps 220 through 250 may be performed at any period of
time, such as, for example, a time long after the performance
of step 210. Furthermore, it should be noted that the subse-
quent measurement performed in step 220 may be performed
repeatedly, for any number of times for any set periods of time
(e.g., monthly). Accordingly, local temperature variations
may be found from repeated bi-directional OTDR traces.

Additional measurement data may be collected for a plu-
rality of additional fibers that are “co-located” with the origi-
nal fiber (e.g., within the same cable as the original fiber).
Accordingly, the method 200 may calculate additional base
scaled local backscatter along the plurality of these additional
fibers. As described above, a subsequent set of measurement
data at a second time interval may be collected in order to
calculate a subsequent scaled local backscatter along this
plurality of co-located fibers. A change in scaled local back-
scatter may be determined as a function of a difference
between the base scaled local backscatter. Accordingly, the
subsequent scaled local backscatter may be determined along
the plurality of additional fibers. A relative temperature varia-
tion of the plurality of additional fibers may also be deter-
mined as a function of the change in scaled local backscatter
of the plurality of additional fibers.

FIG. 4 shows a graph 401 of measurements of the scaled
local backscatter function, 1,.,;./X), at a particular distance
x=30km along a length of a fiber-optic cable 110 as a function
of time, according to the exemplary embodiments described
herein. Local temperature variations may be found from
repeated bi-directional traces from the exemplary OTDR 150.
Accordingly, a log scale of changes in the backscatter factor
may be attributed to changes in the temperature of the fiber
110. As noted above, for small enough temperature changes
the changes in scaled local backscatter function will be linear
with temperature changes. In the FIG. 4, results are given for
an average of 10 fibers over nearly three years. It is evident
from the figure that the scaled local backscatter function is
highest in the summer months.

It should be noted that the scaled local backscatter factor,
Nseazed(X)s may be determined for each continuous fiber that
originated in a single draw from the OTDR 150. According to
the example illustrated in graph 401, there were segments
from 13 draws for each of the 10 fibers on the exemplary
route.

FIG. 5 shows a graph 501 of measurements of the scaled
local backscatter function, ,,,,,(X) at a point x=30 km from
the forward origin, averaged over 10 fibers, as a function of
the estimated local temperature. The fiber at this location is 4
feet under the ground surface, in a conduit. The temperature
was estimated by using Weather Bureau records of surface
temperature and an appropriate thermal model of the ground
to calculate the temperature 4 feet below the surface.
Although there is a lot of variation in the data, there is a clear
correlation between scaled local backscatter function and
temperature. The linear fit gives a calibration factor of 0.001
dB/° C.

As depicted in the graph 501, the scaled local backscatter
factor as a function of time is given for a specific location
x=30 km from the origin. The same measurement gives
equivalent results for each distance from the origin, x, in
kilometers (km) (e.g., from 0 km to 35 km). For each of the
readings, bi-directional traces from the OTDR 150 may be
used at a predetermined resolution setting, such as at 100 m
resolution. Furthermore, multiple fibers may be traced during
each of the readings, and multiple wavelengths may be imple-
mented during the traces. For example, each reading may be
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for a predetermined number of fibers such as a set of six fibers
using two wavelengths. Accordingly, ,_,;.,(X) may be cal-
culated for each set of traces at the different wavelengths and
then the average value may be placed in the graph 401 as a
function of distance.

It will be apparent to those skilled in the art that various
modifications may be made in the described embodiments,
without departing from the spirit or the scope of the applica-
tion. Thus, it is intended that the present disclosure covers
modifications and variations of this application provided they
come within the scope of the appended claimed and their
equivalents.

What is claimed is:

1. A computer-readable storage medium including a set of
instructions executable by a processor, the set of instructions,
when executed by the processor, causing the processor to
perform operations comprising:

determining a base scaled local backscatter along a fiber

for a first time interval based on an initial set of mea-
surement data;

determining a subsequent scaled local backscatter along

the fiber for a second time interval based on a subsequent
set of measurement data;
determining a change in scaled local backscatter as a func-
tion of a difference between the base scaled local back-
scatter and the subsequent scaled local backscatter; and

determining a temperature variation of the fiber as a func-
tion of the change in scaled local backscatter.

2. The computer-readable storage medium of claim 1,
wherein the operations further comprise:

determining an additional scaled local backscatter along

the fiber for a third time interval.

3. The computer-readable storage medium of claim 1,
wherein determining the base scaled local backscatter com-
prises:

collecting the initial set of measurement data;

determining a local backscatter by averaging a forward

scatter power of the initial set of measurement data with
a backward scatter power of the initial set of measure-
ment data; and

scaling the local backscatter using measurements of the

total reflection and total loss of the fiber to determine the
base scaled local backscatter.
4. The computer-readable storage medium of claim 1,
wherein the operations further comprise:
determining a further base scaled local backscatter along a
plurality of further fibers for the first time interval, the
plurality of further fibers being collocated with the fiber;

determining a further subsequent scaled local backscatter
along the plurality of further fibers for the second time
interval;

determining a further change in scaled local backscatter as

a function of a difference between the further base scaled
local backscatter and the further subsequent scaled local
backscatter; and

determining a relative temperature variation of the plural-

ity of further fibers as a function of the further change in
scaled local backscatter.

5. The computer-readable storage medium of claim 4,
wherein determining the further base scaled local backscatter
comprises:

collecting a further initial set of measurement data for the

plurality of fibers;

determining a further local backscatter by averaging a for-

ward scatter power of the further initial set of measure-
ment data with a backward scatter power of the further
initial set of measurement data; and



US 9,310,274 B2

9

scaling the local backscatter using measurements of the

total reflection and total loss of the plurality of fibers to
determine the base scaled local backscatter.

6. The computer-readable storage medium of claim 1,

wherein the initial set of measurement data is a trace P, 4,

and wherein the subsequent set of measurement data is a trace

P, aras @nd wherein a scaled local backscatter function is:
Nsoated®NE)=12(10-log, o TF;(forward)+10-log, o
2P” (backward))+Loss,
where

NE)=(1010g 16 Dpert10°1081 0 D ppiara)2-

7. The computer-readable storage medium of claim 1,
wherein the initial set of measurement data and the subse-
quent set of measurement data are collected using bi-direc-
tional traces along a segment of the fiber.

8. The computer-readable storage medium of claim 1,
wherein the initial set of measurement data and the subse-
quent set of measurement data are collected using an optical
time-domain reflectometer.

9. The computer-readable storage medium of claim 1,
wherein the change in scaled local backscatter is in linear
units, and wherein a relationship between a scaled local back-
scatter coefficient and at least one fiber parameter is: M, .+
which is proporational to: SP,,,,. , aRayleigh tVg/2.

10. The computer-readable storage medium of claim 1,
wherein the subsequent set of measurement data is collected
using a process including one of averaging subsequent scaled
local backscatter readings along an additional fiber and aver-
aging subsequent scaled local backscatter readings measured
at different wavelengths.

11. A system, comprising:

a memory; and

a processor determining a base scaled local backscatter

along a fiber for a first time interval based on an initial set
of measurement data, determining a subsequent scaled
local backscatter along the fiber for a second time inter-
val based on a subsequent set of measurement data,
determining a change in scaled local backscatter as a
function of a difference between the base scaled local
backscatter and the subsequent scaled local backscatter,
and determining a temperature variation of the fiber as a
function of the change in scaled local backscatter.

12. The system of claim 11, wherein the processor deter-
mines an additional scaled local backscatter along the fiber
for a third time interval.

13. The system of claim 11, further comprising:

a collector collecting the initial set of measurement data

and the subsequent set of measurement data.

14. The system of claim 11, wherein the processor deter-
mines the base scaled local backscatter by determining a local
backscatter by averaging a forward scatter power of the initial
set of measurement data with a backward scatter power of the
initial set of measurement data, and scaling the local back-
scatter using measurements of the total reflection and total
loss of the fiber to determine the base scaled local backscatter.
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15. The system of claim 11, wherein the processor addi-
tionally determines a further base scaled local backscatter
along a plurality of further fibers for the first time interval, the
plurality of further fibers being collocated with the fiber,
determines a further subsequent scaled local backscatter
along the plurality of further fibers for the second time inter-
val, determines a further change in scaled local backscatter as
a function of a difference between the further base scaled
local backscatter and the further subsequent scaled local
backscatter, and determines a relative temperature variation
of the plurality of further fibers as a function of the further
change in scaled local backscatter.

16. The system of claim 14, further comprising:

a collector collecting a further initial set of measurement

data for the plurality of fibers,

wherein the processor determines the further base scaled

local backscatter by determining a further local back-
scatter by averaging a forward scatter power of the fur-
ther initial set of measurement data with a backward
scatter power of the further initial set of measurement
data, and scaling the local backscatter using measure-
ments of the total reflection and total loss of the plurality
of fibers to determine the base scaled local backscatter.

17. The system of claim 11, wherein the initial set of
measurement datais atrace P, ., and wherein the subsequent
set of measurement data is a trace Pg,,,,, and wherein a
scaled local backscatter function is:

Nsoated®=N(X)-12(10-log, o ZF/;(forward)+10-log, o
3 P?,(backward))+Loss,

where

NE®)=(1010 6 P 4o t10°1081 0 D pppiara) 2-

18. The system of claim 11, wherein the initial set of
measurement data and the subsequent set of measurement
data are collected using bi-directional traces along a segment
of the fiber.

19. The system of claim 11, wherein the initial set of
measurement data and the subsequent set of measurement
data are collected using an optical time-domain reflectometer.

20. The system of claim 11, wherein the change in scaled
local backscatter is in linear units, and wherein a relationship
between a scaled local backscatter coefficient and at least one
fiber parameter is:

Nseatea Which is proporational to: SPy,,..;, Oz apieign TVe/2-

21. The system of claim 11, further comprising:

a collector collecting the subsequent set of measurement

data,

wherein the collector collects the subsequent set of mea-

surement data using a process including one of averag-
ing subsequent scaled local backscatter readings along
an additional fiber and averaging subsequent scaled
local backscatter readings measured at different wave-
lengths.



